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Shackles
STAINLESS STEEL HARDWARE
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PRODUCT No. mm mm mm mm kg kg g in. in. in. in. lb lb oz

Standard Dee
RF1851 3.2 12 9 - 375 280 2 1/8 15/32 11/32 - 825 620 0.1
RF1806 4.0 16 10 - 800 600 5 5/32 5/8 13/32 - 1760 1320 0.2
RF616 4.8 18 11 - 1200 800 15 3/16 23/32 7/16 - 2640 1760 0.5
RF617 6.4 22 14 - 2300 1400 25 1/4 7/8 9/16 - 5070 3090 0.9
RF618 7.9 29 16 - 3600 2700 50 5/16 1 5/32 5/8 - 7940 5950 1.8
RF619*2 9.5 38 17 - 5400 3600 80 3/8 1 1/2 21/32 - 11900 7940 2.8
RF620*2 12.7 42 19 - 7700 7500 130 1/2 1 31/32 3/4 - 16980 16530 4.6
RF1035*3 15.9 47 25 - 14000 11000 280 5/8 1 25/32 1 - 30860 24250 9.9
Long Dee
RF621 4.0 26 10 - 800 600 10 5/32 1 1/32 13/32 - 1760 1320 0.4
RF622 4.8 31 11 - 1200 800 15 3/16 1 7/32 7/16 - 2640 1760 0.5
RF623 6.4 44 15 - 2300 1400 30 1/4 1 21/32 19/32 - 5070 3090 1.1
RF624 7.9 55 17 - 3600 2700 60 5/16 2 5/32 21/32 - 7940 5950 2.1
RF625*2 9.5 60 17 - 5400 3600 90 3/8 2 3/8 21/32 - 11900 7940 3.2
RF626*2 12.7 72 18 - 7700 7500 155 1/2 2 27/32 23/32 - 16980 16530 5.5
Wide Dee
RF1850S 3.2 11 13 - 550 280 2 1/8 7/16 1/2 - 1210 620 0.1
RF1852 4.8 29 20 - 1200 700 15 3/16 1 5/32 25/32 - 2640 1540 0.5
RF1853 6.4 39 31 - 2300 1100 26 1/4 1 17/32 1 7/32 - 5070 2430 0.9
RF639 7.9 51 28 - 3400 1700 70 5/16 2 1 3/32 - 7480 3740 2.5
RF640 9.5 56 29 - 5400 3600 95 3/8 2 7/32 1 5/32 - 11900 7940 3.4
RF641*2 12.7 68 33 - 7700 5500 170 1/2 2 11/16 1 5/16 - 16980 12130 6.0
Twisted
RF627 4.0 23 9 - 800 600 5 5/32 29/32 11/32 - 1760 1320 0.2
RF628 4.8 28 10 - 1200 800 15 3/16 1 3/32 13/32 - 2640 1760 0.5
RF629 6.4 39 13 - 2300 1400 30 1/4 1 17/32 1/2 - 5070 3090 1.1
RF630 7.9 48 16 - 3600 2700 65 5/16 1 7/8 5/8 - 7940 5950 2.3
RF631*2 9.5 54 19 - 5400 3600 90 3/8 2 1/8 3/4 - 11900 7940 3.2
RF632*2 12.7 65 19 - 7700 7500 165 1/2 2 9/16 3/4 - 16980 16530 5.8
Bow
RF613S*4 3.0 12 9 6.4 550 280 3 1/8 15/32 11/32 1/4 1210 620 0.1
RF633 4.0 15 17 11.0 800 600 5 5/32 9/16 9/16 7/16 1760 1320 0.2
RF634 4.8 18 14 13.0 1200 800 10 3/16 23/32 9/16 1/2 2640 1760 0.4
RF635 6.4 21 19 16.0 2300 1400 20 1/4 13/16 3/4 5/8 5070 3090 0.7
RF636 7.9 27 22 16.0 3600 2700 45 5/16 1 1/16 7/8 5/8 7940 5950 1.6
RF638*2 7.9 27 22 16.0 3600 2700 45 5/16 1 1/16 7/8 5/8 7940 5950 1.6
RF637*2 9.5 52 36 21.0 5400 3600 90 3/8 2 1/16 1 13/32 13/16 11900 7940 3.2
*1 (U.D.L.) B.L. – The “Uniformly Distributed Load” breaking load of the shackle; the load is applied across the full span of the shackle pin. 
     (P.L.) B.L. – The “Point Load” breaking load of the shackle; the load is only applied at the centre or one side of the shackle pin.
*2 Shackle pins drilled for seizing wire.    *3 RF1035 features 20.7mm (13/16”) A/F hexagonal pin head.    *4 RF613S has a slotted head.

 High strength to weight ratio.

 Many shapes and sizes to suit any application.

 Coined shackle pin head available with hole for seizing wire.

 Grade 316 stainless steel bodies and pins.

LONG DEESTANDARD DEE BOWWIDE DEE TWISTED
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Shackles
STAINLESS STEEL HARDWARE

B

C

A

D

C

A

B

C

B
A

C

A

B

C

D

B

A

B

A

D

CC

A
B

D

A B C D
(U.D.L.)*1

B.L.
(P.L.)*1 

B.L.
            
WEIGHT A B C D

(U.D.L.)*1

B.L.
(P.L.)*1 

B.L.
            

WEIGHT
PRODUCT No. mm mm mm mm kg kg g in. in. in. in. lb lb oz

Standard Slotted Pin
RF615 4.0 16.0 10.0 - 850 650 5 5/32 5/8 13/32 - 1870 1430 0.2
RF615A 4.0 13.0 8.0 - 850 700 7 5/32 1/2 5/16 - 1870 1540 0.2
RF150 4.7 18.0 12.0 - 1500 900 10 3/16 23/32 15/32 - 3300 1980 0.4
RF707S 4.8 17.0 18.0 - 1200 700 10 3/16 21/32 23/32 - 2640 1540 0.4
RF151 6.4 22.0 16.0 - 2300 1400 20 1/4 7/8 5/8 - 5070 3090 0.7
RF152 7.9 29.0 17.0 - 3600 2700 45 5/16 1 5/32 21/32 - 7940 5950 1.6
Special Slotted Pin
RF614 4.8 19.0 10.0 5.0 1300 1300 5 3/16 13/32 3/8 3/16 2860 2860 0.2
RF806S 4.8 11.5 16.0 - 950 700 10 3/16 7/16 5/8 - 2090 1540 0.4
Lightweight Clevis Pin
RF801 4.8 7.4 7.0 - 480 320 3 3/16 9/32 9/32 - 1060 710 0.1
RF807 4.8 20.0 14.0 - 700 - 10 3/16 25/32 9/16 - 1540 - 0.4
RF803 5.9 12.2 11.3 - 900 600 10 7/32 15/32 7/16 - 1980 1320 0.4
RF804 5.9 13.3 13.3 - 1480 990 12 7/32 17/32 17/32 - 3260 2180 0.4
RF805 7.9 16.7 17.6 - 1800 1200 25 5/16 21/32 11/16 - 3970 2650 0.9
Halyard
RF1032 4.8 22.0 10.0 15.0 1200 900 30 3/16 7/8 13/32 19/32 2650 1980 1.1
RF1033 6.4 32.0 13.0 19.0 2100 1500 55 1/4 1 1/4 1/2 3/4 4630 3310 1.9
RF1034 7.9 39.0 18.5 20.0 2700 2200 90 5/16 1 17/32 23/32 25/32 5950 4850 3.2
Swivel
RF576 4.0 10.0 22.0 6.0 500 350 10 5/32 13/32 7/8 15/64 1100 770 0.4
RF120 4.8 12.0 32.0 8.7 650 650 20 3/16 15/32 1 1/4 11/32 1430 1430 0.7
RF173 6.4 15.0 42.0 11.9 1100 700 40 1/4 19/32 1 21/32 19/32 2420 1540 1.4
RF75*2 7.9 17.0 60.0 15.8 2300 2100 15 5/16 21/32 2 3/8 5/8 5070 4620 0.5
Two Way Link
RF815 5.0 5.2 10.0 19.0 1100 900 14 3/16 7/32 13/32 3/4 2425 1980 0.5
RF816 6.0 6.7 12.2 22.6 1200 1000 21 1/4 1/4 15/32 7/8 2650 2200 0.7
Shackle Keys

RF1320R
Heavy duty shackle key and multi purpose tool. Suits coined and slotted head shackle 
pins. Features sockets for 8/16” & 1/4” Nyloc nuts. Screwdriver blade. Hollow end 
ideal for tightening train plugs. Red plastic grip handle.

90 3.2

RF1321 Micro shackle key. Suits coined head shackle pins up to 6mm (1/4”) diam.  
Screwdriver. Bottle opener, Lanyard included. 11 0.4

*1 (U.D.L.) B.L. – The “Uniformly Distributed Load” breaking load of the shackle; the load is applied across the full span of the shackle pin. 
     (P.L.) B.L. – The “Point Load” breaking load of the shackle; the load is only applied at the centre or one side of the shackle pin. 
*2 RF75 swivel shackle has Ball Bearings.

 Halyard shackles have a lever action for easy opening and closing, with a keyed 
pin for positive locking.

 Slotted shackle pins are low profile to prevent snagging on ropes etc.

 Lightweight clevis pin shackles use a split ring for security.

 Shackle keys suit both coined and slotted pins.

 Grade 316 stainless steel bodies and pins.

RF1321SLOTTED PIN RF614 RF806S LIGHTWEIGHT 
CLEVIS PIN

HALYARD TWO WAY 
LINK

RF1320RSWIVEL
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Snap Shackles
STAINLESS STEEL HARDWARE
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PRODUCT No. HEAD TYPE mm mm mm mm kg kg g in. in. in. in. lb lb oz

Series 80
RF6080 Fixed bail 6.2 4.7 32 - 75 150 10 1/4 3/16 1 1/4 - 165 330 0.4
Series 100
RF6100 Fixed bail 16 15.0 66 - 1000 2000 43 5/8 19/32 2 19/32 - 2200 4410 1.5
RF6110 Small swivel bail 16 10.0 69 - 850 1700 50 5/8 13/32 2 23/32 - 1870 3750 1.8
RF6120 Large swivel bail 16 13.0 73 - 750 1500 57 5/8 1/2 2 7/8 - 1650 3310 2.0
RF6130 Swivel shackle 16 6.4 72 13 750 1500 64 5/8 1/4 2 27/32 1/2 1650 3310 2.3
RF6170 Block head adapter 16 5.0 60 - 500 1135 49 5/8 3/16 2 3/8 - 1100 2500 1.7
Series 200
RF6200 Fixed bail 20 19.0 85 - 1100 2200 100 13/16 3/4 3 11/32 - 2420 4840 3.5
RF6210 Small swivel bail 16 16.0 92 - 1600 3200 113 5/8 5/8 3 5/8 - 3530 7050 4.0
RF6220 Large swivel bail 16 25.0 101 - 1100 2200 120 5/8 1 3 31/32 - 2430 4850 4.2
RF6230 Swivel shackle 16 7.9 95 19 1100 2200 120 5/8 5/16 3 3/4 3/4 2430 4850 4.2
RF6240 Swivel shackle 16 7.9 100 22 1100 2200 135 5/8 5/16 3 15/16 7/8 2430 4850 4.8
Series 300
RF6300 Fixed bail 26 19.0 100 - 2000 4000 155 1 1/32 3/4 3 15/16 - 4410 8820 5.5
RF6310 Small swivel bail 26 16.0 110 - 1800 3600 142 1 1/32 5/8 4 11/32 - 3970 7940 5.0
RF6320 Large swivel bail 26 26.0 122 - 1350 2700 170 1 1/32 1 1/32 4 3/4 - 2980 5950 6.0

 Fixed or swivel heads.

 Heavy duty plunger springs and precision components ensure dependable service.

 Body and hasp profiles are designed for easy clearance of lines and fittings when 
released.

 Stainless steel is used throughout for excellent corrosion resistance.

 High strength to weight ratio.

 Split ring on plunger pin is spot welded for security.

 A lanyard can be attached to the plunger pin for easy opening.

 RF6170 is a snap shackle block adapter with a 5mm (3/16”) pin.

 Grade 15-5PH investment cast stainless steel body and hasp.

 Grade 316 stainless steel plunger pin and spring.

RF6300

RF6310 RF6320

RF6100

RF6110 RF6120

RF6130RF6200

RF6210

RF6240RF6230

RF6220

Replacement Plunger Pin Kits
RF6160  Suits RF6110, RF6120, RF6130, RF6170
RF6161  Suits RF6100
RF6260  Suits RF6200
RF6262  Suits RF6210, RF6220, RF6230, RF6240
RF6360  Suits RF6300, RF6310, RF6320

RF6080

RF6170
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Trunnion Snap Shackles
STAINLESS STEEL HARDWARE
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A B C M.W.L. B.L. WEIGHT A B C M.W.L. B.L. WEIGHT
PRODUCT No. HEAD TYPE mm mm mm kg kg g in. in. in. lb lb oz

Series 100
RF6111 Small swivel bail 16 10 70 750 1500 57 5/8 13/32 2 3/4 1650 3310 2.0
RF6171 Block head adapter 16 - 60 500 1000 62 5/8 - 2 3/8 1100 2200 2.2
Series 300
RF6321 Large swivel bail 26 26 122 1350 2700 198 1 1/32 1 1/32 4 13/16 2980 5950 7.0
Series 400
RF6411 Small swivel bail 32 25 137 3000 6000 369 1 1/4 1 5 13/32 6610 13230 13.0
Series 500
RF6511 Small swivel bail 36 22 150 3750 7500 454 1 13/32 7/8 5 29/32 8270 16530 16.0

 Trunnion swivel head allows both 360° rotation and sided to side articulation.

 Small and large bail versions.

 RF6171 is a snap shackle block adapter with a 5mm (3/16”) pin.

 Grade 15-5PH investment cast stainless steel body and hasp.

 Stainless steel plunger pin and spring.

RF6511RF6411RF6321

RF6111RF6171

Replacement Plunger Pin Kits
RF6161  Suits RF6111, RF6171
RF6360  Suits RF6321
RF6461  Suits RF6411
RF6561  Suits RF6511
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Hooks, Quick Links & Welded Rings
STAINLESS STEEL HARDWARE
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PRODUCT No. TYPE mm mm mm mm kg kg g in. in. in. in. lb lb oz

Carbine Hook - Non Locking 
RF2355 - 9.0 9.0 60 6 - 520 28 11/32 11/32 2 3/8 1/4 - 1145 1.0
RF652 - 11.0 11.0 80 8 - 800 68 7/16 7/16 3 1/8 5/16 - 1760 2.4
RF653 - 15.0 15.0 100 10 - 1200 129 19/32 19/32 3 15/16 13/32 - 2640 4.6
Carbine Hook - Threaded Locking Sleeve 
RF650 - 13.0 14.0 100 10 - 1200 134 17/32 17/32 3 15/16 13/32 - 2640 4.7
Quicklinks
RF711 - 5.5 11.5 32 4 - 1400 12 3/16 7/16 1 1/4 5/32 - 3085 0.4
RF711L - 11.5 11.5 45 4 - 1250 15 7/16 7/16 1 3/4 5/32 - 2755 0.5
RF712 - 7.5 14.5 45 6 - 3250 35 5/16 9/16 1 3/4 1/4 - 7165 1.2
RF712L - 14.5 14.5 59 6 - 2900 42 9/16 9/16 2 5/16 1/4 - 6390 1.5
RF713 - 11.0 17.5 58 8 - 5500 79 7/16 11/16 2 5/16 5/16 - 12125 2.7
RF713L - 16.0 16.5 72 8 - 4900 95 5/8 5/8 2 13/16 5/16 - 10800 3.3
RF714 - 12.0 20.5 69 10 - 9000 140 15/32 13/16 2 11/16 13/32 - 19840 4.9
RF714L - 20.6 20.5 86 10 - 8000 160 13/16 13/16 3 3/8 13/32 - 17635 5.7
Rings
RF122 Round 4.0 38.0 - - 180 1100 12 5/32 1 1/2 - - 396 2420 0.4
RF123 Round 5.0 25.4 - - 600 2200 14 3/16 1 - - 1320 4840 0.5
RF48 Round 6.0 25.4 - - 900 3000 15 1/4 1 - - 1980 6600 0.5
RF124 Round 6.0 38.0 - - 650 3000 40 1/4 1 1/2 - - 1430 6600 1.4
RF125 Round 8.0 42.5 - - 700 3500 55 5/16 1 5/8 - - 1540 7700 1.9
RF16 D-Ring 8.0 45.0 50 - 600 1200 75 5/16 1 3/4 2 - 1320 2640 2.7
Snap Hooks
RF533 - 10.0 9.0 51 - 180 360 25 13/32 11/32 2 - 395 790 0.9

 Carbine hooks have ferrule lined or closed eyes to retain the fixed line.

 RF648A carbine hook has a spring lever lock for one-handed operation.

 RF650 carbine hook opens inwards and has a threaded locking sleeve  
for added security.

 RF16 ‘D’ ring suits use with 50mm (2”) webbing.

 Quicklinks have large openings and secure threaded locking sleeves.  
They are available in standard and long (‘L’ suffix product number) styles.

QUICKLINKS

RF16

STAINLESS STEEL RINGS

RF650

OPEN

UNLOCK

CARBINE HOOK NON-LOCKING

CARBINE HOOK LOCKING

OPEN

RF533
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Swivels, Sister Clips, S-Hooks & Beckets
STAINLESS STEEL HARDWARE
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A B C D E B.L. WEIGHT A B C D E B.L. WEIGHT
PRODUCT No. TYPE mm mm mm mm mm kg g in. in. in. in. in. lb oz

Swivels - Ball Bearing
RF78* 8.2 19.0 49.0 - - 1000 65 5/16 3/4 1 15/16 - - 2200 2.3
RF78A 6.4 9.5 53.0 19.0 - 1700 80 1/4 3/8 2 3/32 3/4 - 3740 2.8
RF78B* 6.4 9.5 48.0 19.0 8.2 1700 60 1/4 3/8 1 7/8 3/4 5/16 3740 2.1
RF79 7.9 12.0 88.0 25.4 16.0 2600 215 5/16 15/32 3 15/32 1 5/8 5720 7.6
Sister Clips
RF536 7.0 27.0 24.0 - - 70 5 9/32 1 1/16 15/16 - - 150 0.2
RF89 10.0 43.0 37.0 - - 250 10 13/32 1 11/16 1 7/16 - - 550 0.4
RF2665 15.0 60.0 58.0 - - 1800 81 19/32 2 3/8 2 1/4 - - 3960 2.9
S-Hooks
RF50 10.0 6.8 44.0 4.8 - 250 14 13/32 1/4 1 3/4 3/16 - 550 0.5
RF48A 10.0 9.0 62.0 6.0 - 400 35 13/32 11/32 2 7/16 1/4 - 880 1.2
RF49 12.0 11.0 76.0 8.0 - 600 65 15/32 7/16 3 5/16 - 1320 2.3
RF51 15.0 16.0 87.0 9.5 - 800 110 19/32 5/8 3 7/16 3/8 - 1760 3.9
Beckets
RF88 Thumb cleat 50.5 5.0 13.5 - - - 13 2 3/16 17/32 - - - 0.5
RF1050 Eye becket 8.0 5.0 9.0 - - - 6 5/16 3/16 11/32 - - - 0.2
RF1051 Eye becket 8.0 6.0 9.0 - - - 6 5/16 1/4 11/32 - - - 0.2
RF1052 Fork becket 5.0 5.0 11.5 - - - 9 3/16 3/16 7/16 - - - 0.3
RF1053 Fork becket 5.0 6.0 14.0 - - - 9 3/16 1/4 9/16 - - - 0.3
*Eye thickness = 6.4mm (1/4”)

 Swivels are used in conjunction with blocks, and rigging systems to provide 
articulation and rotation (not suitable for high speed rotating applications).

 Ball bearing swivels have lower friction and higher working loads than non-ball 
bearing versions.

 S-hooks feature a closed eye and long return leg to ensure a positive attachment 
and avoid accidental release.

 Sister clips are a simple, effective means of quickly attaching and detaching ropes.

 Grade 316 stainless steel.

RF2665

RF50

RF48A

RF49

RF51

RF78ARF78BRF78 RF79

RF536

RF89

RF88
RF1050
RF1051

RF1052

RF1053
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Padeyes & Saddles
STAINLESS STEEL HARDWARE
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RF529

SADDLE - NARROW

RF416

RF415

RF44

RF2433-12

RF2433-10

RF2433-09

RF2429-02

RF2429-06
RF2429-08
RF2429-10

RF4714

A B C D B.L. WEIGHT A B C D B.L. WEIGHT
PRODUCT No. mm mm mm mm kg g in. in. in. in. lb oz

Padeyes - Cast Grade 15-5PH
RF2429-02 7.2 5.0 32.5 6.4 1500 26 9/32 3/16 1 1/4 1/4 3310 0.9
RF2429-06 16.0 7.3 50.0 6.4 4000 82 5/8 5/16 2 1/4 8800 2.9
RF2429-08 17.2 10.0 57.7 8.3 6000 127 43/64 25/64 2 1/4 21/64 13200 4.5
RF2429-10 21.1 11.5 72.3 10.2 9000 240 53/64 7/16 2 3/4 13/32 19800 8.5
Padeyes - Screw-In
RF2433-09 Removable, screw-in 14.0 9.0 55.0 6.0 4000 285 9/16 3/8 2 5/32 1/4 8820 10.1
RF2433-10 Removable, screw-in 19.0 10.0 72.0 8.0 5000 550 3/4 13/32 2 27/32 5/16 11020 19.4
RF2433-12 Removable, screw-in 22.5 12.0 85.0 10.0 8000 1025 7/8 15/32 3 11/32 15/32 17640 36.2
Pad Eyes - Diamond Base
RF529* Including nylon mounting pad 18.0 8.0 75 x 51 6.4 2000 100 23/32 5/16 3 x 2 1/4 4400 4.0
RF415 Including nylon mounting pad 21.0 8.0 75 x 51 5.0 1000 75 13/16 5/16 3 x 2 3/16 2200 2.7
RF44 Including nylon mounting pad 22.0 11.0 94 x 60 6.7 2000 130 7/8 7/16 3 11/16 x 2 3/8 1/4 4400 4.6
RF416 25.0 6.4 83 x 35 4.8 800 40 1 1/4 3 1/4 x 1 3/8 3/16 1760 1.4
Saddles - Narrow
RF134 14.0 4.8 36.5 5.0 - 5 9/16 3/16 1 7/16 3/16 - 0.2
RF134A Countersunk holes 14.0 4.8 36.5 5.0 - 5 9/16 3/16 1 7/16 3/16 - 0.2
RF498 10.0 3.5 28.0 4.0 - 4 13/32 1/8 1 1/16 5/32 - 0.1
RF528 12.0 7.0 44.0 8.0 - 25 15/32 9/32 1 23/32 5/16 - 0.9
RF1054 18.0 5.5 60.0 8.0 - 35 23/32 7/32 2 3/8 5/16 - 1.2
RF1055 16.0 7.0 45.0 6.0 15 5/8 9/32 1 25/32 1/4 0.5
Saddles - Flared Top
RF94 6.0 9.0 27.5 5.0 - 3 1/4 11/32 1 3/32 3/16 - 0.1
RF94A 5.0 6.0 29.0 5.0 - 3 3/16 1/4 1 1/8 3/16 - 0.1
RF148 15.0 12.0 41.0 6.0 - 8 9/32 15/32 1 5/8 1/4 - 0.3
RF291 13.0 9.0 32.0 5.0 - 7 1/2 11/32 1 1/4 3/16 - 0.2
RF4714 4 fixing point 9.0 8.0 32.0 / 19.5 5.0 - 9 11/32 5/16 1 1/4  /  3/4 3/16 - 0.3
RF5013 15.0 12.5 38.0 5.0 - 8 19/32 1/2 1 1/2 3/16 - 0.3
RF5023 18.0 14.0 51.0 6.0 - 11 3/4 9/16 2 1/4 - 0.4
Saddles - Ferrule Eye
RF499 9.4 4.9 28.3 4.1 - 4 3/8 3/16 1 1/8 5/32 - 0.1
RF1056 17.1 8.8 60.0 8.3 - 40 5/8 5/16 2 3/8 5/16 - 1.4
RF1057 13.9 6.8 44.8 6.2 - 18 1/2 1/4 1 3/4 1/4 - 0.6
RF1058 11.4 6.0 37.3 5.1 - 9 7/16 3/16 1 7/16 3/16 - 0.3
* Turned U-Bolt with a pad eye base. Thread size is 6.4mm (1/4” UNC).  Suits maximum deck thickness of 22mm (7/8”) 

 Removable screw-in padeyes are ideal for attaching blocks which may be removed 
when not in use or while cruising. A threaded plug remains in the base section 
when the top plate is removed to prevent dirt and grit from entering the threads.

 Grade 316 stainless steel.

 RF2429’s - Grade 15-5PH high tensile stainless steel.



www.ronstan.com 207

Padeyes
STAINLESS STEEL HARDWARE

RF2431-16

RF2434-16B RF2434-20B

FIXED

 Fixed style padeyes feature an all-in-one U-bolt mount for maximum strength.

 Screw in, removable padeyes allow the block and padeye to be easily removed 
when not in use.

 Included dust cover on removable padeyes prevents grit from entering the threaded 
socket when the padeye is removed.

FIXED, NON-TUMBLE REMOVABLE, NON-TUMBLEFIXED REMOVABLE

2 x M16

2 x M14 2 x M18

REMOVABLE

REMOVABLE, NON-TUMBLE

A B C D E M.W.L. B.L. WEIGHT A B C D E M.W.L. B.L. WEIGHT
PRODUCT No. DESCRIPTION mm mm mm mm mm kg kg g in. in. in. in. in. lb lb oz

RF2431-16* Padeye, fixed 80 97 x 40 16.0 57.0 31 10000 20000 600 3 5/32 3 13/16 x 1 9/16 5/8 2 1/4 1 7/32 22050 44090 21.2
RF2434-16B* Padeye, fixed non-tumble 83 80 16.0 56.5 - 8000 16000 1000 3 9/32 3 5/32 5/8 2 7/32 - 17640 35270 35.2
RF2434-20B* Padeye, fixed non-tumble 98 110 19.8 74.5 - 13500 27000 2400 3 7/8 4 5/16 25/32 2 15/16 - 29760 59520 84.6
RF2435-14 Padeye, removable 40 100 x 29 14.0 70.0 32 7500 15000 1100 1 9/16 3 15/16 x 1 5/32 9/16 2 3/4 1 1/4 16530 33070 38.8
RF2435-20 Padeye, removable 52 135 x 35 20.0 100.0 42 13500 27000 2700 2 1/16 5 5/16 x 1 3/8 25/32 3 15/16 1 21/32 29760 59520 95.2
RF2435-16B Padeye, removable non-tumble 40 100 16.0 70.0 32 8000 16000 2200 1 9/16 3 15/16 5/8 2 3/4 1 1/4 17640 35270 77.6
RF2435-20B Padeye, removable non-tumble 52 135 19.8 74.5 42 13500 27000 3700 2 1/16 5 5/16 25/32 2 15/16 1 21/32 29760 59520 130.4
* Nuts and washers included with fixed padeyes

FIXED, NON-TUMBLE

RF2435-14 RF2435-20

4 x M10 6 x M12

RF2435-16B RF2435-20B

4 x M10 6 x M12
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Eye Bolts & U-Bolts
STAINLESS STEEL HARDWARE
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NOMINAL 
HOLE DEPTH A B C D E WEIGHT

NOMINAL 
HOLE DEPTH A B C D E WEIGHT

PRODUCT No. THREAD TYPE mm mm mm mm mm mm g in. in. in. in. in. in. oz

Ring Bolts
RF26 1/4 BSW - 25 5.0 63 25 20 35 - 1 3/16 2 1/2 1 3/4 1.2
RF424 1/4 BSW - 25 5.0 90 51 22 40 - 1 3/16 3 1/2 2 7/8 1.4
Eye Bolts
RF156 3/16 BSW - 10 4.0 76 51 38 10 - 13/32 5/32 3 2 1 1/2 0.4
RF157 3/16 BSW - 10 4.0 100 75 51 15 - 13/32 5/32 4 3 2 0.5
RF159 1/4 BSW - 12 5.5 81 51 38 25 - 15/32 7/32 3 3/16 2 1 1/2 0.9
RF160 1/4 BSW - 12 5.5 108 76 51 30 - 15/32 7/32 4 1/4 3 2 1.1
RF161 1/4 BSW - 12 5.5 132 102 51 35 - 15/32 7/32 5 3/16 4 2 1.2
RF162 1/4 BSW - 12 5.5 160 127 51 40 - 15/32 7/32 6 5/16 5 2 1.4
RF163 1/4 BSW - 12 5.5 180 152 51 50 - 15/32 7/32 7 6 2 1.8
RF164 5/16 BSW - 13 7.0 111 76 51 60 - 1/2 9/32 4 3/8 3 2 2.1
RF165 5/16 BSW - 13 7.0 139 102 51 65 - 1/2 9/32 5 1/3 4 2 2.3
RF166 5/16 BSW - 13 7.0 162 127 51 75 - 1/2 9/32 6 3/8 5 2 2.7
RF167 5/16 BSW - 13 7.0 187 152 51 80 - 1/2 9/32 7 3/8 6 2 2.8
RF168 3/8 BSW - 17 8.5 116 76 51 80 - 21/32 11/32 4 1/2 3 2 2.8
RF169 3/8 BSW - 17 8.5 140 102 51 90 - 21/32 11/32 5 1/2 4 2 3.2
RF170 3/8 BSW - 17 8.5 167 127 51 100 - 21/32 11/32 6 5/8 5 2 3.5
RF171 3/8 BSW - 17 8.5 193 152 51 110 - 21/32 11/32 7 5/8 6 2 3.9
Anchor Bolts & Nut
RF5270 1/4 UNF - 6.4 4.8 50.0 27 14.4 19 - 1/4 3/16 1 31/32 1 1/16 9/16 0.7
RF5271 1/4 UNF - 6.4 4.8 77.0 54 14.4 27 - 1/4 3/16 3 2 1/8 9/16 1.0
RF5272 M6 - 6.1 4.8 31.0 9 14.4 18 - 1/4 3/16 1 7/32 3/8 9/16 0.6
RF5280 1/4 UNF - 6.4 4.8 50.0 27 14.4 26 - 1/4 3/16 1 31/32 1 1/16 9/16 0.9
RF5290 1/4 UNF - 6.4 4.8 22.5 8 14.4 12 - 1/4 3/16 7/8 5/16 9/16 0.4
RF5292 M8 - 6.4 4.8 22.5 8 14.4 12 - 1/4 3/16 7/8 5/16 9/16 0.4
U-Bolt - Stepped
RF559 1/4 UNC - 24 8.0 38 25.5 6 70 - 15/16 5/16 1 1/2 3/4 1/4 2.5
RF543 5/16 UNC - 28 9.5 25 33.5 4 95 - 1 1/8 3/8 1 1 5/32 3.4
RF541 5/16 UNC - 28 9.5 38 33.5 8 105 - 1 1/8 3/8 1 1/2 1 5/16 3.7
RF544 5/16 UNC - 28 9.5 51 33.5 6 110 - 1 1/8 3/8 2 1 1/4 3.9
RF547 5/16 UNC - 28 9.5 77 33.5 32 130 - 1 1/8 3/8 3 1 1 1/4 4.6
RF548 5/16 UNC - 28 9.5 103 33.5 58 150 - 1 1/8 3/8 4 1 2 9/32 5.3
RF549 5/16 UNC - 28 9.5 127 33.5 71 170 - 1 1/8 3/8 5 1 2 13/16 6.0

 Eye bolts are supplied with washers and a nut.

 U-bolts are supplied with a top plate, backing plate and nuts.

 RF5280 is supplied with a washer and nut.

ANCHOR BOLTS U-BOLTS - STEPPEDRING BOLTS RF5290EYE BOLTS


